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Specifications
oo R EK-300AEP EK-3000AEP |  EK-12KAEP |
Weighing capacity
300g 3000 g 12 kg
Minimum-weighing value 001 g AT | =
Repeatability (standard deviation) : .
i i e e 001g 01g 18
TEEN £0.02 £0.2 £1
Sensitivity drift & | — g | . 8
’ . " i +20 ppm/°C (10 to 30°C/50 to 86°F)

Eountrng—mod'eM-m—| —unit-mass*i 0018 01g =

I No. of samples 5,10, 25,50 or 100 pieces

Percent modeMin. % display e
Min. 100% reference mass 1g wE 100g

Display

7 segment LCD (character height: 16 mm) with backlight

Display refresh rate
Operating temperature and humidity

Approx. 10 times/second
0 to 40°C/32 to 104°F, 85% RH or less (no condensation)

Battery life Approx. 250 hours (with four AA alkaline batteries¥*ii, backlight off)
Weighing pan size 110 mm | 133 x 170 mm

Dimensions 190 (W) x 218 (D) x 54 (H) mm 190 (W) = 218 (D) * 53 (H) mm
“Net weight Approx. 1.2 kg Approx. 1.5 kg

‘Calibration weight*i 300 I

Lal g 8 3000 g 10 kg

i Factory setting

ii To be used only with four DURACELL AA alkaline MN1500 LR6, ENERGIZER AA E91 alkaline LRG AM3, or Panasonic AA

alkaline LR6 (X)) 1.5V batteries.

AD-1611

Power supply
Operating temperature and humidity

AC adapter or USB
-10 to 40°C/32 to 104°F, 85% RH or less (no condensation)

Baud rate

According to the value set on the balance

“Receiving connector

FO5 (IEC 60874-17, FO5 type)

Sending connector

RS-232C (D-Sub 9 pin) or USB (type B}

“Optical transmission distance
Dimensions

Net weight (main unit only)

Max. 60 m (no extension available)
160 (W) = 58 (D) = 38 (H) mm
Approx. 380 g

standard accessories

AC adapter, USB cable

Accessories

AX-KS5456-010 Optical fiber cable
AX-KS5456-030 Optical fiber cable

(10 m)

(30 m) AX-KS5456-030

AX-K55456-060 Optical fiber cable (60 m)
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