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“Stabilization time

(when set to FAST under a good environment) Approx. 7 sec

Approx. 7 sec Approx. 7 sec Approx. 3 sec

Specifications
Models AD-4212D -33 AD -4 212D -32 AD-4212D-302 AD-4212D-301
Weighing capacity 32g | S0 g/32 g% 320g 320g
Minimum weighing value ' 0.001 mg | 0.001 mg /0.01 mg 0.01 mg 0.1 mg
'Repeatability (standard deviation) 0.002 mg*ii ~ 10.004 mg*ii /0.02 mg  0.02 mg¥iii 0.07 mg¥iii
Linearity +0.02 mg ’ +0.03 mg +0.15 mg +0.25 mg

Sensitivity drift | +2 ppm/*C (10 *C to 30 *C/50 “F to 86 “F)
Operating environment 5 “Ctod0 "C(41 “Fto 104 "F), 85%RH or less (no condensation)
Display refresh rate | 5 times/second or 10 times/second
Environment sensors

Measurement accuracy: temperature £1.5°C, humidity +10%, atmospheric pressure £10 hPa
Applicable range: 5°Cto 40°C

1/0 unit (RS-232C) |
Applicable calibration weight value '

Bi-directional, 600-19200 bps
10g 208, EDg,‘lUDg,. 50g 100 g,

200g, 300g 200g, 300 g

@50 mm
167.5(W) = 298(D) = 170(H) mm (with the small breeze break)
167.5(W) x 298(D) = 90(H) mm (without the small breeze break)
Approx. 3.6 kg
Approx. 2 m (between the AD-4212D and A&D's external display)
AC adapter
Approx. 30 VA (supplied to the AC adapter}

12285 108,202 30g

@34 mm

Weighing pan size |
Dimensions

Weight (excluding the small breeze break) |
Connection  cable
Power supply
Power consumption

*i Snart range function: The display will switch to the standard range automatically when the

+ wvalue exceeds 5.1 g but return to the precision range when RE-ZERO (tare) is performed.
ii Repeatability for a 1 g mass using an automatic loading machine
iii For a 10 g mass over the entire range
Accessories
AD-1683 Static eliminator
AD-1684A Electrostatic field meter -
AD-8121B Compact printer | i \ @\ ‘ a \ ‘ O
AD-8526 Serial/Ethernet converter
AD-8922A Remote controller
AD-8923-BCD Remote controller (BCD)
AD-8923-CC Remote controller (CC-Link)

AX-KO3590-1000 R5-232C cable (10 m, for A&D's external display)*iv
AX-KO4472-1000 RS-232C cable (10 m, for a PC/PLC)

+iv 2 m cable is provided as standard

Dimensions (mm/inches)
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