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e _IIMI Trade npprnval for HV- c & HV-CP models , B
-« High-speed measurement—stanrlrzatron wrtlrm 1second (for the Hv- o
- .GIGP series)*1*2 '

« Bright and multi- colored 9-step LED comparator lights .
« Quto-tare and negative comparrson functions realizing “take away”
check weighing
o Highly-visible, LCD drsplav (26 mm character hergntl wrtn wnrte
llackllglrl ‘ :
Quick and easy settings using the alnhanumenc keypad .
‘Key lock function to prevent nperators lrom makrng cnanges to the
scale settmgs '

™
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HV-CP/HW-CP series

For The Maximum
Possible Throughput
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HV-60KC | HV-200KC | HW-10KC | HW-60KC | HW-200KC

Specifications :
HV-60KCP | HV-200KCP | HW-10KCP | HW-60KCP | HW-200KCP
kg Capacity 3/6/15" 15/ 30/ 60* | 607150/ 220% 10 60 220
Min. display |oom ; 0.002 £ 0.005* 0005 ;001 ;002" ' nozfo.0s oo+ 0,001 ' 0.005 | 0.02
Ib Capacity 615/ 30" 30/ 60/ 150% | 150; 300/ 500 20 150 S00
Min. display 0.002 ; 0.005 £ 0.01*| 001 70.02¢0.05* | 0.0570.1/0.2% 0.002 0.01 0.05
0z Capacity O [ 240 ¢ 480™ | 480 /960 7 2400 | 2400/ 4800 ¢/ §000™ 320 2400 8000
Min. display 005701/02% | 0.2/05/1" 1/2/5" 0.05 0.2 1
Ib-0z Capacity 301b N/A 201b N/A
Min. display 0.1 0z 0.1 oz
Counting mode Max. countable number 150,000 120,000 110,000 100,000 120,000 - 110,000
Number of samples 5, 10, 20, 50 or 100
Stabilization time** Within 1 second Within 1.5 seconds
Repeatability (std. deviation) [kg] 0.001; 0.002 { 0.005{0.005 [ 0.01; 0.02| 0.02/0.0570.1 0.002 0.01 - 0.04
Linearity [kg] £0.001 £ 0,002 { £0.005| 0005 £0.001/ £0.02 [ £0.02 f+0.05f £0.1 +0.002 +0.01 +0.04
Sensitivity drift +20ppm /"C(3"Cto35°C/ 41 'Fto95°F)
Display 7 segment LCD (Character height: 25 mm) with backlight
3-color, 5-step LED comparator lights
Display update 10 times / second
Operating temperature =10 °C to 40 "C / 14 °F to 104 “F, 85% R.H. or less (no condensation)
Power supply HV/W-C series AC adapter or four D batteries (approx. 1200 hours using alkaline batteries, with display backlight and LED comparator lights OFF)
HV/W-CP series AC adapter
Weighing pan size 250 x 250 mm | 330 x 424 mm | 390 x 530 mm | 250 = 250 mm |330 = 424 mm | 390 x 530 mm
9.8 x 9.8 in 13.0 % 16.7 in | 15.4 % 20.9 in 9.8 = 9.8 in 13.0 x 16.7 in | 154 = 20,9 in
Dimensions (W = D x H) 275 » 474 x 368 mm | 330 x 621 x 771 mm | 390 « 712773 mm | 275 x 474 368 mm | 330 = 621x 771 mm | 390 x 712 773 mm
108x 187 x14.5in| 13.0% 24.5x30.4in [ 154 28.0 304 in [ 108 18.7x14.5in |13.0% 24.5 «30.4 in| 154 x28.0x 304 in
Weight (approx.) HV/W-C series 6kg/131b 1l1kg/241b 17 kg /37 1b Gkg/131b 11kg/241b 17 kg /37 1b
HV/W-CP series 7kg/151b 12kg/ 261b 18 kg / 40 Ib 7kg/151b 12kg/261b 18 kg / 40 Ib

#i  Multi-interval: The lighter the target object is, the finer the readability becomes,
%*ii Time required for the last digit to settle (the stabilization mark will be lit one second after), which is subject
to the weighing environment, response characteristic setting and how the target object is placed.

Options Accessories

HVW-02CB USB interface (bi-directional, type-B) AD-8127 Compact printer

HVW-03C RS-232C interface (D-Sub 91%) AD-8526 Serial/Ethernet converter
HVW-04C Comparator relay output/buzzer/contact input interface AD-B527 Quick USB adapter

HVW-08C Extension cable (5 m)*" AD-8920A  Remote display

HVW-11C  Wall-mount bracket AD-8922A  Remote controller

HVW-13 Large roller conveyer (for the 100 to 200 kg capacity models) AX-PP147-8 Paper for the built-in printer (5 rolls)
HVW-14 Medium-size roller conveyer (for the 60 kg capacity models) AX-SWI128 Foot switch

#*iil Recalibration is required after connecting the extension cable.

HVW-02CH HVW-03C HVW-04C
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Optional

DO SECE =D

HVW.CP HVAWC Platform
only
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